
WATERPROOF CABLE JOINT 
TIGER PART: CON-WP-IP68-M16
Features:
• IP68 Rated – Waterproof – Can be used inside or outside

• Suitable for round cable with a diameter of between 3.5mm and 10mm 

• Can be used for both AC and DC connection

• Suitable for both 3 Pole (3 wire) or 2 Pole (2 wire) connection

• Makes extending the input or output cable on waterproof LED drivers quick 

• Can be used for a massive range of applications

• Only need a screwdriver to connector wires. 3 screw terminals for 3 wires max.

• Plastic housing: PA66，UL94-V2 450V

• Operation temperature:-35℃~105℃

• Storage temperature:-30℃~85℃

• Grade of waterproofing: IP68

• Maximum current:17.5A (400v)

• Safety Approved TUV-CE

• Suitable for cable cross section 0.5mm to 1.5mm (outside diameter 3.5mm to 10mm)
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This specification is not for general release 
or circulation. Tiger Power reserves the 

right to make changes to spec. or product 
without notice or liability. 

TIGER POWER PRODUCTS – QUALITY & RELIABILITY

4 pieces of silicon inserts are supplied
for each connector. 2 pieces. This 
consists of 2 pcs of the 7mm to 10mm 
insert and 2 pieces of the 3.5mm to
7mm insert as shown in the table above. 
Connector supplied as image to the left. 

The middle section
includes a 3 pole screw
terminal on each side
which can be used to
join either 3 wire or 2 
wire AC or DC cables. 
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